Thermal stripping of combustible coatings

Chemical stripping of paints and varnishes

SRIAB & STRIMECS AB are two industrial units situated in Kungälv, Sweden.

Our goal is to promote reuse of industrial tools by subjecting them to
environmentally acceptable cleansing processes. We specialize in removal of
combustible coatings, such as, paint, rubber and plastics, from metallic
substrates. We are certified under ISO 9001 and ISO 14001.
In order to achieve this goal we have equipped us with a computer-controlled
pyrolysis oven of size: 2,4(B) m x 2,4(H) m x 5,5 (L) m; Loading capacity: 10 tons/
batch; Combustible paint load: 400 kg/batch. The maximum temperature for the
pyrolysis process is 460ºC. The oven is run with an oxygen-poor atmosphere so
that no flame appears during the process and thus an occurrence of high
temperature is avoided. The computer-control allows a variation in the
temperature-time profile which can be chosen to suit the requirement. Since the
gods under going the treatment are not subjected to high temperatures, their
strength properties are not affected.
We are also equipped with a fluidised bed (3,9m x 1,2m x 1,2m) with a quick actual
process time. The process temperature is around 480ºC and the duration is about
90 min. at the process temperature.
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Thermal stripping of combustible coatings

Chemical stripping of paints and varnishes

Under the direction of STRIMECS AB, the plant for chemical paint stripping is
run. We salvage wrongly coated parts through removal of painted surface layer.
We clean and refurbish heat exchanger plates.
The stripping process is carried out in a specially designed chemical baths with
provision for constant agitation in order to allow quick removal of paint layer.
The operating temperature is around 60ºC.
We are also equipped to complete the surface treatment by a final blasting or
shot-peening process. The blasting media available are: glass beads, garnet
sand, and fine steel shots. The first two treatments are manual. Shot-peening is
done in a frequency-controlled, automatic blasting unit.
Perhaps, your painting shop needs our services. Please do visit our website
(www.sriab.se) for further information.
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